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This invention relates fo a container for mati- 
ing, expressing or otherwise transporting photo- 
graphic slides or prints or other material which 
in transportation would be subjected fo rough 
and destructive usage or deerioration. 
The invention has been illustrated and will be 
disclosed in connection with a container for 
mailing photographic slides, but if wfll be under- 
stood that the invention in an enlarged size is 
equally applicable to cardboard photographic or 
other prints, or in fact fo any material or com- 
modity which would surfer destruction, impair- 
ment or deterioration during transportation. 
With reference to the mailing of photographic 
slides, in the United States today there are 
thousands of photographic "fans" making slides 
for projection work, as well as making negatives 
and prints. Substantially every ma]or city purs 
on one or more contests per year. In the larger 
shows slides corne from all over the world. The 
contestants are limited fo exhibit four such slides 
and four prints, but there is no practical way of 
mailing or transporting these exhibits, and 
therefore the contestants are forced to use all 
kinds and description of wrappings and packages 
which are inadequate, so that with respect fo 
many of the prints the corners of the mounts 
are broken, and with respect fo photographic 
slides many of the 'glass mountngs thereof are 
broken. In addition, in returning these exhibits 
to the contestants there is great inconvenience 
and expense to the clubs or other groups con- 
ducting the exhibits, since if is necessary to use 
this large number of dirferent kinds of wrap- 
pings fo mati or transport the slides back to the 
owners. 
The object of the present invention is fo pro- 
vide a conienient mailing or transporting pack- 
aging device which will be of great advantage fo 
those participating in these contests, and for 
other commercial uses in transporting copy, 
photographs and other items between producers, 
such as advertisers and clients, and vice versa. 
Yet another object of the invention resides in 
providing a very inexpensive yet rugged con- 
tainer of the character described which is simply 
made of relatively inexpensive materials, quickly 
assembled, and which may be mailed or trans- 
ported without further wrapping or packaging, 
and which when so transported wi]l maintain the 
contents therein weatherproof, free from break- 
age and other damage which otherwise would re- 
sult from rough handling or transportation, and 
which package may also be remailed by the re- 
ciuient without alteration other than uroviding 
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the saine with a new address label and postage 
attached directly thereto. 
These and other objects of the invention will 
be apparent from a perusal of the following 
5 specification when taken in connection with the 
accompanying drawing, wherein: 
Figure 1 is a perspective view of one form of 
the improved mailing container; 
Figure 2 is au enlarged detafl view showing the 
10 usual standard film box or container therein; 
Figure 3 is a side view of the mailing device 
showing the lid in dotted line open position; 
Figure 4 is a section taken on the line 4--4 
of Figure 2; 
15 Figure 5 is a view of a modified form of con- 
tainer made of plastic material or extruded 
aluminum; 
Figure 6 is a cross sectional view of the same 
with the parts in assembled relation; 
20 Figure 7 is a perspective view of the saine with 
the end cap and pivoted lid; 
Figure 8 is a sectional view thereof taken on 
the line 8--8 of Figure 7; 
Figure 9 is a view of the film box which is one 
25 of the articles that is transported in my im- 
proved mafling package; and 
Figure 10 is a view of a modified construction 
of the manner in which the closure fits into one 
end of the box. 
3o Referring now fo the drawings in detail, as 
illustrating at least two forms of the invention, 
the first form is shown in Figures I to 4 inclusive 
as comprising a relatively fiat box or container 
closed ai .one end and havin'g the other end 
35 hinged thereto to give access to the interior of 
the box. In the present case the container is 
made rectangular and fiat in order fo receive a 
film box, shown ïor instance in Figure 9, which 
holds two inch by two inch slides. 
4o In the present instance I prefer to make the 
mailing container of a pair of sheet facings 2 
and 4, preferably of masonite or any other like 
plastic material, even including cardboard. 
These two masonite plates 2 and 4 are spaced 
45 apart on two of the sides by means of wooden 
or plastic strips 6 and , and atone end an addi- 
tional wooden or plastic strip 19 is fitted between 
the plates 2 and 4 and abuts the ends 2 and 
14 of the strips 6 and 8, thus closing the end of 
50 the box. The plates 2 and  are secured to the 
wooden strips preferably by small halls or screws 
. The front end member  of the box com- 
prises another wooden or plastic strip which at 
the end 2fl is slightly curved as ai 22 and is piv- 
55 oted as af 24 between the two plates 2 and 4 so 
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that the door or end 18 is free fo swing fo the 
dotted outline as shown in Figure 3. In closed 
position ifs outer wall 26 lies flush with the end 
wall 28 of the strip 6 and the end walls 3{} and 
32 of the end plates 2 and 4. Just opposite the 
free end 34 of the door 16 there is provided a cut- 
out 36 in the end 26 of the strip 6 fo enable the 
thumb or finger fo catch hold of the end 34 of 
the door fo lift if fo outermost position. Regis- 
tering apertures are formed as at 36 through the 
two plate members 2 and 4 and also through the 
door portion 8 fo pelïit a string or wire fo be 
passed through and fastened by tying or by 
twisting, so as to hold the pivoted door perrna- 
nently in closed position. If will be noted that 
the space between the plates 2 and 4 is 
ciently wide snugly fo receive the film.box 4{} 
and the width of this film box, as shown in Fig- 
ure 3, also flts snugly between the strips 6 and 
so that there is practically no loose play of the 
: box within.the mailing container, when once in- 
serted, so that in shipment or transportation 
breakage is elinlinated Substantially,cornpletely. 
--.In another form r of-he invention .! make the 
."box of two plastic: members which are cast 
in the ïorm shown ' in.-Figure 5. One' of these 
members-comprises a platelike base . having 
af its opposite endstwo upstanding spaced 
apart parallel fianges 4 and ,. 8 and }, the 
other..plate $2-being. provided with a single pair 
of:21angës  and 56 wliich are located with re- 
spect fo the ends 5 and 6} so that the fianges 
5 nd $ fit snugly within the spaces or groove 
formed between the fianges ., ,  and 
-. In this: position the flanges are united by heat 
and pressure, or both, to "form a unitary plastic 
box. At the ends a plastic cap 2 is. fitted over 
" the ends and united by hsat and/or pressure, 
while af the opposite, end a door-or closure 
: provided, the same comprising a. channel- 
shaped plastic piece including an intermediate 
--.topwall 4 and two opposed.flange 66 and 6], all 
formed integrally. These are .pivotally' united 
to the body by means of a pivotal pin ] which 
passes through the side walls thereof. The 
fianges 66 and 6-corne well down over the sides 
- Of the. adjacent end of the box and are fiush 
0r.lie in the plane of the outer wall .2 of the 
box. The fianges 6 and 6 ofthe closure 64 
are provided with holes which register with an- 
.other hole formed in the side walls 52 and 
" of..the box fo permit thread to pass therethrough 
andbe tied, or to permit a clip or wire fo be 
 passed therethrough for closing the box. 
 .In .certain instances instead of making this 
Particular. form of plastic I may make it of ex- 
truded, aluminum in exactly the same shape as 
 shown in Figure 5, and assemblable in the man- 
ner shown in Fgure 6, with the fiangs spot 
welded in position and with the bottom cgP 62 
spot, welded in position. 
- To open the box if is only necessary to remove 
the thread or wire and press with the thumb on 
.tlie hinged side of the door so that it will fiop 
open. If by any chance it should stick, there is 
" the thumbnail groove at the end so that it can 
be opened in that way also. If the box containing 
the. slides shall have been filled with .the entry, 
money, or extra packing, and if sticks in the 
containêr, it may be removed by pushing a pencil 
" through the hole 4 formed in that end of the 
-. box opposite the pivoted door, thus shoving the 
 container with the slides completely out of the 
box. 
r. : From an.:inspection 0f Figure 1 it will be noted 
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that the address of the sender may be placed 
upon the side of the box and that of the sender 
in the top left-hand corner, with a postage 
stamp in the top right-hand corner. In this 
5 condition the box may be readily mailed. 
In Figure 10 I have shown another type of 
closure member which differs from the pivoted 
closure ! 6. In this figure there is shown a closure 
strip 16' of rectangular cross section which is 
i0 rabbeted into the ends of the strips 6 or 6, the 
construction being such that these ends of the 
strips are cut away as af 6' and 6' fo form shoul- 
dered recesses for the reception of the ends of 
the closure 18'. This rabbeted closure 18' can be 
15 held in any desired way, even including nailing 
through the ends of the side strips 6' and 6', 
into the ends of the rabbeted piece 6'. 
If is fo be understood that this container is 
n6t limited or restricted fo the use for mafling 
0 of slides as if must be obvious that by multi- 
.plying the :size of the container and arranging 
.the door on the side, such-for instance as mak- 
ing either of the strips 6 or 6 thedoor, the device 
would be-adaptable fo mailing of anything that 
25 is breakable or even fo. items-not breakable« It 
is understood that the masonite strips .have a 
very smooth exterior surface which may be writ- 
ten on or upon which-labels-may be. easfly ad- 
hered. This smooth exterior surface makes the 
0 mailing device much more durable. 
If is apparent that many widely different em- 
bodiments of this invention may be'made with- 
out departing from the spirit and scope thezeof, 
and therefore if is not intended fo be limited 
35 except as indicated in the appended claires. 
Having thus described the invention, what I 
claim as new-and desire fo  secure, b:. Letters 
Patent is: 
1. A container comprising-a pair of rectangu- 
 4O lar fiat, relatively rhin sheets of-waterproof,, light, 
durable material having pairs of.parallel-sides, 
a Pair of nailing strips of shorter length .than 
the_size of the material inserted therebetween 
along two-pairs of said parallel sides,:an-.end 
45 of said sheetstrip inserted between-said sheets 
along another of said sides at one end with. one 
side wall abutting the ends of the first mentioned 
parallel strips, fastening means engaging, the 
-marginal edges- of the pair of sheets' and Said 
50 strips fo securë the same in assembled relation 
and to form a hollow, relatively fiat, rectangular 
container, and an additional strip of relatively 
light, weatherproof and waterproof material 
pivotally mounted between the ends of "said 
55 sheets af one corner of that end of the container 
opposite the closed end, the free end of said last 
mentioned pivoted strip abutting the inner, wall 
of one of said nailing strips in ortier fo close the 
container. 
 60 2. A container comprising a pair of fiat, rela- 
tively thin sheets of waterproof, light, durable 
material having pairs of parallel sides, a pair of 
nailing strips of shorter length than the size of 
the material inserted, therebetween along two 
65 pairs of said paraHel sides, an end strip inserted 
in between said sheets along another of said sides 
af one end of said sheets with one side wall abut- 
ring the ends of the first mentioned.parallel 
strips, fastening means engaging the marginal 
;0 edges of the pair of sheets and Said strips to 
secure the saine in assembled relation and fo 
fmzn a hollow, relatively fiat, rectangular con- 
tainer, and an additional strip of relatively light, 
weatherprooî and waterproof material pivotally 
; mounted between the ends of said sheets af one 
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corner of that end of the container opposite the 
 closed end, the fre.e end of said last mentioned 
pivoted strip abutting the inner wali of one of 
said nailing strips in order fo close the container, 
said pivoted strip and the sheets having register- 
ing apertures for the reception of a wire or 
thread for holding the pivoted strip in closed 
position, said pivoted strip having ifs inner end 
af the corner cut away fo permit said pivoted 
strip to swing outwardly into open position. 
3. A mailing container comprising a pair of 
rectangular imperforate sheets, a pair of strips 
of rectangular cross section disposed between the 
sides of said rectangular sheets in parallelism 
with the outer faces of said strips substantially 
fiush with the side edges of said rectangular 
sheets, and a third strip mounted af one end of 
said rectangular sheets and between the saine 
and disposed normally fo said first two men- 
tioned strips, said strip at ifs ends abutting the 
ends of said first mentioned strips, nails passing 
through the edges of said imperforate sheets and 
through said three strips fo forma box-like con- 
tainer, and a fourth strip of rectangular cross 
section, said fourth strip having ifs outer walls 
substantially .fiush with the outer walls of the 
opposite end of said rectangular sheets, and a 
pivot pin passing through one of the corners of 
said rectangular sheets and the corner of said 
last named strip, the inner corner of said last 
named strip adjacent the pivot being cut away 
fo permit said last named strip fo pivot out- 
wardly, the free end of said pivoted strip in closed 
position abutting against the inner face of that 
side strip which lies remote from the side strip 
adjacent which the pivoted strip is pivoted. 
4. A container comprising a pair of rectangu- 
lar imperforate sheets, a pair of strips of rec- 
tangular cross section disposed between the sides 
of said rectangular sheets in parallelism with the 
outer faces of said strips fiush with the side edges 
of said rectangular sheets, and a third strip 
mounted af one end of said rectangular sheets 
and between the saine and disposed normally to 
said first two mentioned strips, said strip af ifs 
ends abutting the ends of said first mentioned 
strips, nails engaging the edges of said imperfor- 
are sheets and said three strips fo form a box- 
]ike container, a fourth strip of rectangular 
cross section, said fourth strip having ifs outer 
walls fiush with the outer walls of the end of 
said rectangular sheets opposite said third strip, 
and a pivot pin passing through one of the 
corners of said rectangular sheets and the corner 
of the last named strip, said inner corner of said 
last named strip adjacent the pivot being cut 
away fo permit said last named strip fo pivot 
outwardly, the free end of said pivoted strip in 
closed position abutting against the inner face 
of that side strip which lies remote frora the side 
strip fo which the pivoted strip is pivoted, the 
marginal portions of one end of said plates and 
also of said perforated strip having registering 
apertures for the reception of a wire or a string 
fo fasten said pivoted strip in closed position. 
5. A mailing container coraprising a pair of 
rectangular imperforate sheets, a pair of strips 
of rectagular cross section disposed between the 
sides of said rectangular sheets in parallelism 
with the outer faces of said strips fiush with the 
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side edges of said rectangular sheets, a third 
strip mounted af one end of said rectangu!ar 
sheets and between the saine and disposed nor- 
mally fo said first two mentioned strips, said strip 
5 af ifs ends abutting the ends of said first men- 
tioned strips, nails passing through the edges of 
said imperforate sheets and through said three 
strips fo forma box-like container, a fourth strip 
of rectangular cross section, said fourth strip 
having ifs outer walls flush with the outer walls 
of the opposite end of said rectangular sheets, 
and a pivot pin passing through one of the cor- 
ners of said rectangular sheets and the corner 
of said last named strip, inner corner of said 
last named strip adjacent the pivot being cut 
away fo permit said last named strip fo pivot 
outwardly, the free end of said pivoted strip in 
closed position abutting against the inner face 
of that side strip which lies remote from the 
side strip fo which the pivoted strip is pivoted, 
the marginal portions of one end of said plates 
and also of said perforated strip having register- 
ing apertures for the reception of a wire or a 
string fo fasten said pivoted strip in closed posi- 
tion, the opposite end strip having a hole there- 
through. 
6. A container comprising a pair of rectangular 
fiat, relatively rhin sheets of waterproof, light, 
durable material having pairs of parallel sides, 
a pair of nafling strips of shorter length than 
the size of the material inserted therebetween 
along two pairs of said parallel sides, an end strip 
inserted between said sheets along another of 
said sides at one end of said sheets with one 
side wall abutting the ends of the first mentioned 
parallel strips, fastening means, engaging the 
marginal edges of the pair of sheets and said 
striPs fo secure the saine in assembled relation 
and fo forma hollow, relatively fiat, rectangular 
40 container, and an additional strip of relatively 
light, weatherproof and waterproof material piv- 
otally mounted between the ends of said sheets af 
one corner of that end of the container opposite 
the closed end, the inner portion of the end wall 
45 of said additional strip about ifs pivot being cut 
away fo permit said strip fo swing fo open posi- 
tion on ifs pivot, the free end of said last men- 
tioned pivoted strip abutting the inner wall of 
one of said nailing strips in order fo close the 
5o container. 
LEON F. UI%BAIN. 
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